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There is a locking feature that prevents the  
arms from springing away from one another. 

Removing the screw, shown right,  
will disengage the locking feature. 

Do not remove locking screw  
until arm is securely mounted and 
monitor is attached to arm (step 4). Locking

Screw
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 MoDeL 9400
Installation Instructions
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IMPORTANT!
Use caution when
removing the
locking screw, 
the arm may spring 
forward and could 
cause injury.
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 A Thrust washer 1
  702833

 B 3/32" Allen wrench 1
  700146

 c 10-32 x 3/8" Phillips Flat Head Screw 1
  702281 (4-pack)

 D 75/100mm VeSA® Adapter Plate 1
  105587

 e M4-12 Phillips Pan Head Screw 4
  702096 

 F 7/32" Allen wrench 1
  701127

 g Lower end cap cover 1
  106000

 H Upper channel Arm 1 cover 1
  106594

 i Middle end cap cover 1
  106001

 J Upper channel Arm 2 cover 1
  106593

 k Upper end cap cover 1
  106002

 L Tilter Swing Arm cover 1
  106005

 M end cap Plug 1
  707150

This product is protected by one or more of the following U.S. Patent Nos., and other United States and foreign patents applied for: 119,345, 119,346, 1,324,842, 2,470,525, 6,076,785, 6,273,383, 6,409,134, 6,478,274, 6,499,704, 6,505,988, 6,609,691, 619,606, 
6,719,253, 6,726,167, 6,736,364, 6,783,105, 6,854,698, 6,915,994, 6,935,883, 6,955,328, 6,983,917, 6,986,489, 7,014,157, 7,017,874, 7,048,242, 7,059,574, 7,063,296, 7,066,433, 7,066,435, 7,389,965, 7,665,699, D435,852, D491,952, D492,893, D570,853, D575,293.

   iTeM DeScriPTion / PArT no. QUAnTiTY    iTeM DeScriPTion / PArT no. QUAnTiTY

oPTionAL SPAcer kiTS In some cases, the mounting surface on your monitor may be recessed further than permitted by veSA® standards. As a result, a spacer kit may be required.

.25" Spacer Hardware kit  
(4) .25" Spacers
(4) M4 x 18mm Phillips Pan Head Screws

Order # P404923-B

.5" Spacer Hardware kit 
(4) .5" Spacers
(4) M4 x 25mm Phillips Pan Head Screws

Order # P404923-C

 MoDeL 9400
Parts List


