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X-keys L-Trac Trackball Specifications  
for TKB-6015-LBKBK-R, TKB-6025-LBKGB-R & TKB-6035-LBKGR-R 

 

 

 

• Laser tracking 

• Adjustable resolutions 

• Full speed USB only 

• Smooth moving scroll wheel 
 

 

The X-keys L-Trac Trackball utilizes laser navigation technology all contained inside of a high impact ABS 
molded enclosure. The enclosure is ergonomically designed to fit the contour of the hand which allows for no 
movement of your arm or wrist from side to side. The trackball accommodates both left and right-handers as 
well as hands of all sizes. The easy to use trackballs are suited for those with disabilities and physical 
handicaps. The high-performance laser tracking technology allows for accurately accelerated mouse movement 
across the screen. With this technology, the L-Trac series has selectable resolution up to 1600 CPI which allows 
for quick changes in sensitivity.  

 
 

 

Specifications 

Operating System Compatible with Windows XP through 10, Mac OS 9 and later and most versions of Linux 

Firmware TOG_USB18F 

Emulation Modes HID Mouse 

Switch Type Lite-touch micro switch 

Actuation Force Approx. 71.4g  

Number of Buttons Three 

Optional Buttons Up to two additional external buttons 

Connector Wired full speed USB 

Cord Length 120” (approx. 3m) 

Dimensions 6.75” x 3.75” x 1.75” | Height with Ball: 2.65” (172mm x 95mm x 44mm) (Height with Ball: 67mm) 

Weight 1.03 lbs 

Power Source USB port, nominal voltage = 5 vdc 

Temperature Range -20 to 60 C 

Environmental 
Rating 

IP 40, typical indoor office environment 

Certifications FCC, CE, RoHS, WEEE compliant 

Retail Packaging 9” x 5” x 4” corrugated box with 6” x 8” bubble bag 

Specifications subject to change without notice  


